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Complete safety 
for all environments
Because of the SARS-CoV-2 pandemic, the sanitation of environments has become an essential operation. 
TEXA has developed a highly professional solution to eliminate viruses and bacteria, certified by prestigious 
universities as effective even against SARS-CoV-2. AIR2 SAN is ideal for sanitizing hotel rooms, bars, boats, 
different type of vehicles, waiting rooms, offices and indoor spaces in general. It is also perfect for mechanic 
workshops, where technicians can take advantage of the power adapter with 12 V socket and the integration 
with the TEXA AXONE NEMO 2 display. In each of these cases, the operator can benefit from a completely 
automatic operation, not having to do anything other than starting the AIR2 SAN using the APP and waiting for 
the sanitation to complete. Thanks to its sensors, AIR2 SAN identifies the correct amount of ozone to distribute. 
The reconversion of the ozone into oxygen at the end of the procedure is essential to avoid having an irritant 
or bad smelling environment when returning in. At the end of the process, AIR2 SAN generals a useful and 
printable report.



AIR2 SAN is a product 
entirely designed and 
manufactured in Italy.

Key features
of TEXA

1. COMPLETELY AUTOMATED  
    PROCESS

2. DUST FILTER  
    AND O2 CATALYST

3. STANDARD OZONE,  
     TEMPERATURE  
     AND HUMIDITY SENSORS

4. O3-O2 RECONVERSION AT THE END  
    OF THE PROCEDURE

5. COMPATIBILITY WITH  
     AXONE NEMO 2 FOR USE  
     IN THE AUTOMOTIVE INDUSTRY

6. PRINTABLE SERVICE REPORT



OZONE 
GENERATOR

Completely 
automated process
AIR2 SAN introduces important innovation, designed 
to guarantee the best possible quality in sanitation 
activities. 
Contrarily to many other products that use simple timer 
and therefore saturate the environment with ozone, the 
TEXA’s solution checks the ozone density, temperature 
and air humidity using sensors. In this way the operator 
simply has to start the AIR2 SAN using the control 
remote on the APP and is confident to obtain the best 
sanitation possible.

AIR2 SAN APP

PHASE 2 During this phase, thanks to its microprocessor, AIR2 SAN keeps the amount of ozone 
stable for the time required for a proper sanitation of the environment.

PHASE 1 Thanks to its ozone density, temperature and air humidity sensors, the AIR2 SAN calculates and 
quickly reaches the ideal amount of ozone need to sanitize the environment, avoiding excesses of gas that 
could damage the vehicles and any other object. 

REMOTE CONTROL



OZONE 
GENERATOR

Reconversion of the ozone into oxygen at the end of the procedure
After sanitizing the environment, the ozone is often left to decompose using aeration. This procedure requires 
a long time and exposes the operator to unnecessary risks like irritation or intoxications, it also leaves a bad 
smell in the vehicle. AIR2 SAN, instead once the sanitation is complete, performs a reverse cycle transforming 
the residual ozone into oxygen guaranteeing an environment that is completely liveable and safe. Only when 
the ozone has returned to natural levels, a green light indicating that the operation is complete will appear on 
the sanitizer and APP.

PHASE 3 At the end of the sanitation, the AIR2 SAN converts the ozone into oxygen, in a short period 
of time, reducing the residual ozone to an amount that is not harmful for humans, in order to be able  
to re-access the environment or vehicle immediately. 

It may be a very difficult for a timer-based product to reach the ideal saturation point with  
the consequence risk of an inappropriate sanitation or, vice versa, excessive ozone that is harmful 
to delicate materials inside the room.
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A- O3 generation system 10 gr/h
B- O3 generation system 5 gr/h



A series of strict tests performed by the Laboratory of the Department of Molecular Medicine of the  
University of Padua highlighted that using the specific “Covid-19” program in the AIR2 SAN app, TEXA’s tool is 
virucidal at 99.99% against SARS-CoV-2.

Further laboratory checks carried out by the Department of Chemical, Pharmaceutical and Agricultural  
Sciences of the University of Ferrara highlighted that AIR2 SAN is also virucidal against the human  
Coronavirus 229E. AIR2 SAN resulted highly bactericidal even against the Aureus Staphylococcus,  
Escherichia Coli and Pseudomonas Aeruginosa.

This extraordinary outcome is the result of the innovative technology of AIR2 SAN, designed specifically  
to be effective against the COVID-19 epidemic.

TESTED against COVID-19

VIRUCIDAL AT 99,99% 
AGAINST SARS-COV-2, 
STAPHYLOCOCCUS, ESCHERICHIA COLI

MILDEW BACTERIA VIRUSES INSECTS ODOURS



Dedicated APP 
and printable service report
AIR2 SAN has an APP that can be downloaded for both iOS and Android. With the APP you can check the 
progress of the process step by step, view a list of the operations carried out and generate a PDF document 
that can be printed and certifies the proper sanitation of the vehicle, which is extremely important. 
Another important function allowed by the APP is the possibility to plan the beginning of the sanitation at any 
time, even during the night, with a forecast of the amount of time needed to complete the operation.   

Accessories

AIR2 SAN FILTERS KIT
Dust filter and Ozone recovery filter.

POWER CABLE
110 V power adapter for use in environments
other than vehicles.



WARNING
The trademarks and logos of vehicle manufacturers in this document have been used exclusively for information purposes and are used to clarify the compatibility of TEXA products with the models 
of vehicles identified by the trademarks and logos. Because TEXA products and software are subject to continuous developments and updates, upon reading this document they may not be able to carry 
out the DIAGNOSTICS of all the models and electronic systems of each vehicle manufacturer mentioned within this document. References to the makes, models and electronic systems within this document 
must therefore be considered purely indicative and TEXA recommends to always check the list of the “Systems that can be diagnosed” of the product and/or software at TEXA authorised retailers before any 
purchase. The images and the vehicle outlines within this document have been included for the sole purpose of making it easier to identify the vehicle category (car, truck, motorbike, etc.) for which the 
TEXA product and/or software is intended. The data, descriptions and illustrations may change compared to those described in this document. TEXA S.p.A. reserves the right to make changes to its 
products without prior notice.

Technical sheet

O3 generation capacity Above 10 gr/h

O3 generation chamber Borosilicate glass

Type of operation Completely automatic with controlled saturation

Sensors Ozone, Temperature, Humidity

Air filter at treatment inlet Dust Filter

O3 -> O2 transformation Active carbon filter 

Noisiness <50 dB

Cabinet construction Stainless steel

Power max 80W (Modulated power for optimal saturation)

Air flow volume 210 m3/h each

Dimensions 14.5” x 10” x 7.5 in

Weight 12.5 lb

Power supply 12 V (cigarette lighter socket) / 100-240 V

Remote control Standard

Remote control Via APP (Apple Store / Google Play Store) or IDC5 (AXONE NEMO 2)

Status indicators 2 LED

Bluetooth Standard

Ministerial regulation conformity Prot. no. 24482 31/07/1996 and CNSA 27/10/2010

For further information on the efficiency of the ozone against the Coronavirus: www.texa.com/Ozone-covid-19

MASSACHUSETTS LOCATION 

Serving all of MA, ME, NH, VT, CT, RI 
Lombard Equipment Inc. 
157 Mendon St. 
Bellingham  Massachusetts 02019 
Phone: (508) 482-9223

VIRGINIA LOCATION 

Serving all of VA, NC, SC, GA, MD, DE 
Lombard Equipment, LLC 
2102 N. Hamilton Street 
Richmond, Virginia 23230 
Phone: (833) MIG-WELD

FLORIDA LOCATION 

Serving all of Florida, AL  
Lombard Equipment South, LLC  
10750 Endeavour Way  
Seminole,  Florida 33777 
Phone: (888) 440-WELD


